
01761.35.04Product SKU:
Carol® Brand Industrial-Grade Cable, Super Vu-Tron®, Welding Cable, 90°C, 600 Volts, UL/CSA, Product Description:
Conductor Size (AWG/kcmil): 4/0, Conductor/Strands: 5225/34 - Orange - 250 Ft. Reel

Product Category: Cord and Mining - Carol® Brand Industrial Cord Products - Super Vu-Tron®-Welding Cable - Orange

Product Construction:

Brand Name: Super Vu-Tron®·

Type: Welding Cable·

Volts: 600 Volt·

Temperature: 90°C·

Conductor: Fully-annealed, stranded bare copper per ASTM B-172·

Jacket: Super Vu-Tron®, Orange·
Temperature Range: -50ºC to +90ºC·

Jacket Color: Natural·

Jacket Marking: SURFACE PRINT: CAROL SUPER VU-TRON® WELDING CABLE–EXTRA ·
FLEXIBLE (UL) 600 VOLT (-50 to +90ºC) OIL RESISTANT P-7K-123141 MSHA 
(SIZE) --- CSA 90ºC ARC WELDING CABLE FT-1

Product Specification:

Conductor Size (AWG/kcmil): 4/0·

Conductor Strand: 5225/34·

Nominal Outside Diameter (in): 0.800·

Nominal Outside Diameter 20.32·
(mm):

Approximate Net Weight (lbs per 795·
1,000 ft):

Standard Packaging: 250' Non-returnable Wood Reels·

Standard Package Quantity: 1·

UPC #: 079407117611·

Footnote: Actual shipping weight may vary.·

Put-up: 250·

SCC-14: 50079407117611·



Cube: 12096·

Weight Per Unit of Measure: .871·

Conductor Size (AWG): 4/0·

ColorOption: Orange·

No. of Pairs: 1·

Product Information:

Applications: Power supply applications not exceeding 600 Volt AC·
Secondary voltage resistance welding leads·

Compliances: CSA Certified·
Meets UL Vertical Flame Test per UL 854·
MSHA Approved·
UL Listed·

Features: Abrasion-resistant·
Assured longer service life, saving money in replacement costs, maintenance cost and ·
downtime

CSA Certified·
Excellent flexibility to last longer in flex applications·
MSHA approved for flame resistance·
Ozone-resistant·
Rated -50ºC for use in cold environments·
Resists oils and solvents·
Safety colored for high visibility·
UL Listed·
Weather-resistant·

Packaging: 250' (76.2 m), 500' (152.4 m), and 1000' (304.8 m) reels·
Other put-ups available on special order·
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